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MS2V3.0 Hardware Guide

Nominal Dwell = "3.0"

GM/HEI options = "GM bypass"

6.6 Dual Sync Distributor

A dual-sync distributor is an aftermarket locked distributor that provides a clean trigger signal for an ECU. The 
signal can be used for sequential fuel in some situations.

As Megasquirt has only two fuel channels, it is simplest to ignore the "reference" signal from the distributor and 
configure as a regular distributor using "Basic Trigger."

Setting the rotor arm phasing is important as shown in 6.2.1.2.

Alternative: It is possible to use both signals from the dual-sync distributor and control a distributorless ignition 
system (wasted spark or wasted-COP.) In this case use the "Dual wheel" option in the Trigger Wheel system. 
Setting the rotor arm phasing is important as shown in 6.2.1.2, then determine the tooth#1 angle from the 
Trigger Wheel page.

6.7 Ford EDIS

Ford's Electronic Distributorless Ignition System (EDIS) is an ignition system that does not require a cam 
position signal. It requires a variable reluctor (VR) sensor and a 36-1 tooth crank wheel (36-1 means '36 teeth 
minus one', and refers to 36 evenly spaced teeth, one of which has been removed), it will not work with other 
pattern wheels or hall sensors.

EDIS is a particularly easy way to install programmable ignition control on an older engine with a distributor. The
EDIS modules are very reliable and the system works well. The EDIS module itself handles all the decoding of 
the toothed wheel and sends one pulse per cylinder to the ECU.

It is strongly advised to use Ford VR sensors and Ford coilpacks with the EDIS modules. They were designed to
work together and do.

Note! If your engine already has a different supported trigger wheel setup, consider utilizing that before retro-
fitting EDIS.

6.7.1 System components

The EDIS system is made up of:

•

EDIS module, 

•

crank wheel, 

•

crank variable reluctor (VR) sensor and 

•

one or more coil pack(s).

See appendix B for a junk-yard hunters guide to finding EDIS.
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