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4.10.2 Injector Impedance and wiring

Injectors can typically be categorized as either high impedance (hi-z, high-ohm, saturated) or low impedance 
(low-z, low-ohm, peak and hold.) It is important to know which type your injectors are. Both types can be used 
with Megasquirt although high impedance tend to be easier to use.

New injectors will specify which type they are or list the ohms. If you are unsure, measure them with your meter 
on the ohms setting.

•

High impedance injectors are typically 12-16 Ohms.

•

Low impedance injectors are often 2.5 Ohms or less.

Do not simply connect and hope.

4.10.2.1 High impedance injectors (12-16 Ohms)

These injectors can be directly connected to the Megasquirt. No need for injector resistors and Injector PWM 
should be turned off.

Up to 6 injectors per channel may be connected.

 

4.10.2.2 Low impedance injectors (less than 3 Ohms)

These injectors can be used, with a few connection options.

•

Injector PWM

•

Injector resistors

•

External peak-and-hold adapter

4.10.2.3 Low impedance injectors - Injector PWM

 Injector PWM is built into the MS2/V3.0 and allows direct connection of low-z injectors. The PWM mode is 
effectively "peak and hold" controlled by software. At each injection event, full power is applied to the injector 
until it opens, then the output drops back to a pulsed output to hold the injector open.

During cranking full current is applied to the injectors.
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