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4.10.2.5 Low impedance injectors - Peak and hold

Aftermarket peak and hold controllers are available, these take the low-side injector output from the Megasquirt 
and provide the required peak and hold drive for the injectors. Typically this is a peak to 4A and then a hold at 
1A.

Refer to supplier's documentation for exact wiring - the following diagram is representative only.

  

4.10.3 Staged injection

Staged injection is a method that allows for two sets of injectors to give a better dynamic range of fueling - more 
precise control at idle, but still flowing enough fuel at full load. Typically, at low load, idle or cruise only the 
smaller primary injectors are in operation. At higher fuel demands, the secondary injectors are enabled.

When using "Staged Injection" the primary injectors are connected to INJ 1 and the secondary injectors are 
connected to INJ 2.

See the TunerStudio reference manual for configuration details.

4.10.4 Sequential injection 'mod'

Not recommended for novice users!

With some fairly extensive internal hardware modifications and the addition of extra drive circuits, the MS2 can 
run sequential injection on four outputs giving fully sequential fuel on a 4-cyl and semi-sequential on an 8-cyl.

This modification removes the injector PWM feature, so low-z injectors cannot be driven directly.

To use the additional injector drivers, the MS2 card needs to be modified as shown below. This modification 
requires the removal of the MegaSquirt board clock circuit which was only used by the MS1 CPU.

Also, the modification will require the use of 4 identical injector drivers. There are three main options to achieve 
this.

- Duplicate the existing INJ1, INJ2 channels from the mainboard.

- Use a peak&hold solution for all four channels (for low-z)

- Use an injector driver board for all four channels (for high-z)
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