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Opto-isolator (for coil negative fuel-only triggering):

a) Fit a 36V Zener Diode in reverse into position D2. Note, the Zener Diode must be fitted backwards, so the 
strip on the diode is the opposite end to the stripe on the main board! (This component is part of the kit from 
good suppliers)

b) Ensure C30 is fitted. (This is needed for noise elimination)

c) Ensure D1 is fitted.

d) Ensure R12 is fitted (390R 1/2W)

e) Solder a jumper from XG1 to XG2. In exceptionally noisy situations it might be required to remove that jumper
and instead runs XG1 out through a spare connection on the DB37 and through the wiring harness direct to the 
engine.

f) Link TACHSELECT to OPTOIN

g) Link TSEL to OPTOOUT

 

 

See also section 6.1 for fuel only setup.

5.2.2 VR (magnetic) sensor input

The VR sensor is a very commonly used sensor. Usually it is seen as a two wire sensor although some 
manufacturers install a screen on the cable, so yours may have three wires. In CAS (crank angle sensor) units a
multiplug may be used to combine multiple sensors. The sensor itself generates an AC voltage when a piece of 
steel (the trigger) moves past it. Non-ferrous trigger wheels will not work. The voltage varies from less than a 
volt during cranking to tens of volts at higher revs.
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Tach in (DB37 pin 24)

Coil negative (not CDI)
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