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MS3X/V3.0 Hardware Guide

6.42 Honda Acura V6

Known applications include:

•

Honda and Acura J series V6 motors.

This mode uses a crank trigger with 24 base teeth and two separate missing teeth, along with a cam sensor.

Typical settings:

Spark mode = Honda Acura

Trigger angle/offset = 0 (adjust with strobe)

Ignition input capture = Set according to whichever edge gives the most stable signal. (If timing advances with 
RPM, try flipping it.)

Spark output = Going high

6.43 VQ35DE

Known applications include:

•

Nissan 350Z and other VQ35DE applications

Requires crank and cam sensors to be connected.

Typical settings:

Spark mode = VQ35DE

Trigger angle/offset = 0 (adjust with strobe)

Ignition input capture = Set according to whichever edge gives the most stable signal. (If timing advances with 
RPM, try flipping it.)

Spark output = Going high

6.44 Jeep 2000

Known applications include:

•

1991-2000 Jeep 4.0 inline six

•

Dodge Avenger 2.5 V6

•

Some Chrysler V6 minivans

This mode has three sets of four notches on the crank trigger and a one tooth distributor trigger.

Requires crank and cam sensors to be connected.

Typical settings:

Spark mode = Jeep 2000

Trigger angle/offset = 0 (adjust with strobe)

Ignition input capture = Set according to whichever edge gives the most stable signal. (If timing advances with 
RPM, try flipping it.)

Spark output = Going high

6.45 Jeep 2002

Known applications include:

•

3.7 V6

(c) 2014-6 James Murray
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