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MS3X/V3.0 Hardware Guide

3.6.1 Minimal connection

The bare minimum for testing is a fused 12V supply, ground and the serial connection to your tuning computer.

 

3.6.2 JimStim connection

For more extensive testing, the JimStim can be used. This has the mating DB37 connector to plug directly into 
your Megasquirt and can simulate many of the engine sensors. Make sure that the JimStim does not touch 
anything conductive as it is uninsulated.  

For more extensive testing, the JimStim can be used. This has the mating DB37 connector to plug directly into 
your Megasquirt and can simulate many of the engine sensors. Make sure that the JimStim does not touch 
anything conductive as it is uninsulated.

 

   

3.6.3 V10 and V12 support (DIY mods)

The MS3 firmware supports V10 and V12 engines in full sequential fuel and coil-on-plug. However, the stock 
hardware only has provision for eight channels so DIY is required to add the addition channels - or purchase 
pre-configured from your vendor. (Consider MS3-Pro for a non-DIY alternative.) There is also a potential conflict 
with the internal knock module and RTCC as they require some of the same connections.

For V10 you need to add spkI,J, injI,J. For V12 you need to add spkI,J,K,L and injI,J,K,L. As always the coils 
and injectors are wired up in firing-order.

On the software side, in your Project Properties->Settings in TunerStudio, enable CYL_10_16_SUPPORT.
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