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MS3X/V3.57 Hardware Guide

GM refers to the crank wheel in their internal documentation as a 7X trigger wheel. It has six equally spaced 
teeth and a seventh tooth for cylinder identification.

The cam input is supported for sequential fuel and spark and VVT (may require 1.4.x firmware.)

Typical settings:

Spark mode = GM7X

Trigger angle/offset = 0 (adjust with strobe)

Ignition input capture = Set according to whichever edge gives the most stable signal. (If timing advances with 
RPM, try flipping it.)

Spark output = Going high

Number of coils = Wasted Spark

6.31 QR25DE

Known applications include: 

•

Nissan QR25DE and some other Nissan four cylinders.

Requires crank and cam sensors to be connected.

6.32 Honda RC51

Known applications include: 

•

Honda RC51, RC46, FSC600  and many CBR variants 

•

AP1 Honda S2000

This one uses a 12 tooth crank trigger and 3 tooth cam trigger, with VR sensors on both. 

RC51 is 2 cyl odd-fire.

FSC600 is 2 cyl even-fire.

RC46 is 4 cyl odd-fire.

6.33 GM LS1 (24X)

Known applications include: 

•

Chevrolet V8s of LS1 family using a 24X crank pattern. (Typically Gen 3.)

Both crank and cam sensors should be connected for sequential fuel and spark.
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