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Megasquirt-2 Setting Up

 2:QuickStart Guide - expanded

From this option you can select your sensor type. You can select from a predefined list of common sensors 
from the drop down list, or leave this option unselected if you are using custom settings specific to an 
unlisted sensor.

Bias Resistor Value (Ohms)

This is 2490 ohms unless you or your vendor have changed the resistors inside the Megasquirt.

Temperature Settings (°C or °F)

Again, if you have selected one of the common sensors these values should be set for you. If you are using 
a custom sensor enter the three measured temperature and resistance value pairs.

Write to Controller

Once you have completed the settings in this screen click the “Write to controller” button to burn these 
settings to your Megasquirt.

Repeat for both sensors if required.

2.11.5 Calibrate AFR table (O2 sensor)

Clicking Tools > Calibrate AFR Table will display the Calibrate AFR Table screen as shown below:

 

From this screen you can set the AFR (air fuel ratio) calibration if needed. The options for these settings are 
described below:

EGO Sensor

This option allows you to select an exhaust gas oxygen sensor.  You can either select from the predefined 
list, select “Custom Linear WB” (wideband) or select “Custom Inc File”.

Volts / AFR Values

If you have selected an EGO sensor from the predefined list these values will be set for you. If you have 
selected “Custom Linear WB” then you will need to enter 

the voltage/AFR pairs from your sensor or 

controller manual.

Write to Controller
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