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Megasquirt-2 Setting Up

 2:QuickStart Guide - expanded

Once you have completed the settings in this screen click the “Write to controller” button to burn these 
settings to your MS2.

2.11.6 Lock calibrations

Open Tools > Un/Lock calibrations, select Locked and then Close.

2.12 Check all sensor inputs are reading sensibly in TunerStudio.

Now that your have communication and have the sensor inputs calibrated, it is time to check that the sensor 
inputs make sense.

During these steps you may need to change a gauge on the dashboard within TunerStudio. To change an 
existing gauge, right-click on it and then select an alternate gauge from the popup menu. You will find the 
relevant gauges on "Sensor inputs 1".

2.12.1 MAP sensor check

Ensure that the gauge "Engine MAP" is displayed.

If you are near sea-level a value close to 100kPa should be displayed. At high elevations, expect to see a 
reading closer to 80kPa. Note: These numbers are with the engine not running.

2.12.2 TPS check

Ensure that the gauge "Throttle Position" is displayed.

The gauge should read 0% when the throttle is closed, smoothly sweeping to 100% when the throttle is full 
open.

2.12.3 CLT sensor check

Ensure that the gauge "Coolant Temp" is displayed.

Within a few degrees of the outside temperature is fine. If the sensor is removed from the engine you can 
heat it up with a typical hair drier and check that the readout changes.

2.12.4 MAT sensor check

Ensure that the gauge "Manifold Air Temp" is displayed.

Within a few degrees of the outside temperature is fine. If the sensor is removed from the engine you can 
heat it up with a typical hair drier and check that the readout changes.

2.12.5 O2 sensor check

The O2 sensor will not read anything useful without the engine running.

2.12.6 MAF sensor check

Ensure that the gauge "Mass Air Flow" is displayed.

The MAF sensor will read zero with the engine not running, a leaf blower or similar could be used to simulate
air-flow to check that it is reading.

2.12.7 Battery voltage check

Ensure that the gauge "Battery Voltage" is displayed.
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