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Megasquirt-2 Setting Up

 2:QuickStart Guide - expanded

•

Click Start

With wasted spark or coil-on-plug installs, make sure that "Spark A" operates the spark plug for cyl#1.

Note that coil testing will not work with EDIS, TFI, HEI7/8 or GMDIS as the external module controls the coils
internally.

2.14.3 Fuel pump testing

Testing the fuel pump is straightforward; just click the buttons under Fuel Pump to turn it off and on. Reinstall 
the fuse that you removed before injector testing. You will notice that "Ready" lights up on the TunerStudio 
dash when the fuel pump is enabled. If you get no activity, try starting again. However, if Ready lights up but 
the pump doesn’t run, you need to check you fuel pump relay and pump wiring. If this is a new fuel system, 
make sure that the fuel system doesn’t leak and that it holds pressure. Note that some aftermarket fuel 
pressure regulators will hold pressure for only about 30 seconds or so after shutdown even if the
 fuel system has no leaks. Most OEM fuel pressure regulators will hold pressure for much longer. 

If you have a pressure gauge, check the static pressure (engine off.) For most port-injection systems this 
should be around 3 bar (43.5psi.) Throttle-body injection systems may require a lower pressure.

2.14.4 Idle Valve Testing

The idle valve test mode can be used with the engine running or stationary. Note that with a PWM idle valve 
you may need to run a temporary fused 12V supply to the valve if you normally take power from the fuel 
pump relay and are testing with the engine off. You need to have enabled idle control before this is available. 

This test mode can be found on CAN Bus/Testmodes > Output test mode - Idle valve 

 

Idle Valve Homing Steps - This only applies to stepper idle valves. This setting determines how many steps 
the motor should move during homing to ensure it has reached the home position. The number needs to be 
large enough to close the valve from any unknown starting position. (This is because there is no position 
feedback - in non-automotive control applications there is often a feedback encoder.) 

•

Idle Valve Step - the desired valve position - larger numbers should give a more open valve and 
higher RPM. (For stepper motors) 

•

PWM idle duty% - the desired valve position - larger numbers should give a more open valve and 

(c) 2014-9 James Murray

2019-01-11

Page 37/117



<<Previous page   ˆˆTop pageˆˆ    This page   Next page>>   Click here for all of the manuals
	
		[image: previous page]		

