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Megasquirt-2: TunerStudio MS Lite Reference Guide

Spark Output

Getting this setting right is CRITICAL or you will melt your ignition coils!

For Microsquirt this is typically 'Going High';

For direct coil control on Megasquirt-2 this is typically 'Going High';

For logic spark output on Megasquirt-2 this is typically 'Going Low';

Number Of Coils

Specifies the type of ignition coils in use. TFI, HEI, EDIS, GMDIS must set to 'single coil'.

Spark A Output Pin

D14 (this is the preferred output pin) – standard 'LED' spark output on Megasquirt-2;

JS10 – lesser used alternate spark output;

IGN1 – main logic spark output on Microsquirt;

WLED – alternate spark output capable of driving a CDI white wire input or TFI.

Cam Input (If Used)

For 1 and 2 cylinder engines this optionally enables the MAP sensor input in place of a cam sensor. Used with 
'Dual wheel with missing tooth' only.

Set the MAP sensor phase threshold on the General Settings screen (see Section 8.2.)

Do NOT select MAP sensor unless you really are using MAP-phase sensing on a one or two cylinder 
engine.

Flip Polarity on Hi-Res Tach / Cam

Allows the polarity to be changed on the high resolution or cam tach input signal. Most of the special decoders 
expect the crank and cam to have the same polarity. If that is not the case, this setting can be used to resolve it.

Trigger Wheel Arrangement

There are three settings for this option:

•

Single wheel with missing tooth – typically a crank wheel such as 36-1 or 60-2;

•

Dual wheel – two wheels without missing teeth e.g., Nippodenso 24/1 CAS;

•

Dual wheel with missing tooth – typically a 36-1, 60-2 crank wheel and an additional cam wheel.

Trigger Wheel Teeth (teeth)

The number of effective teeth counting the missing teeth as if they existed – i.e.,  a 36-1 wheel has 35 
physical teeth, but enter 36.

Missing Teeth (teeth)

The number of missing teeth. Common are 1 for 36-1, or 2 for 60-2 or 36-2. Other variations exist.

Tooth #1 Angle (deg BTDC)

Generally (with a missing tooth crank wheel) tooth #1 is the first tooth to pass the sensor after the missing tooth 
gap. With a non-missing tooth configuration determining tooth #1 is a little more complex and requires two 
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