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Megasquirt-2: TunerStudio MS Lite Reference Guide

4.6.1. Megasquirt-2 MegaLogViewer Datalog Fields

Below are listed the main datalog fields for MegaLogViewer.

Accel PW

The current fuel pulsewidth adder due to acceleration enrichment.

ADC6

The raw ADC value from the spare analogue input 6 (JS5 / SPAREADC.)

ADC7

The raw ADC value from the spare analogue input 7 (JS4 / SPAREADC2.)

AFR

The current AFR reading from oxygen sensor 1. Useful for wideband sensors.

AFR2

The current AFR reading from oxygen sensor 2. Useful for wideband sensors.

AFR load

The “load” (e.g., MAP, TPS) used on the Y-axis of the AFR table.

AFR target 1

The current target value for AFR1, looked up from the AFR1 target table.

Barometer 

The barometer reading. This will show a current value if a dedicated baro sensor is installed, the initial MAP 
reading, or 100kPa if barometric correction is disabled.

Battery Voltage

The measured battery voltage (if this is radically different from your actual battery voltage, check for wiring 
faults.)

Boost Duty

The current duty cycle output to the boost solenoid.

Boost Target

The target boost pressure for closed-loop mode.

CL idle target

The target engine speed for closed-loop idle control.

Closed-loop idle RPM error 

The difference between actual rpm and target rpm for closed-loop idle control.

Coolant Temp

The measured coolant temperature (CLT).
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