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Megasquirt-2: TunerStudio MS Lite Reference Guide

Load 

The primary '”load” for fuel calculations (this is equal to MAP on typical speed-density installs.)

Lost Sync Counter

The count of "lost-sync" events. If the engine stalls the counter will increase by one. During startup it is 
acceptable to have a few lost syncs. If you see this counting up under other conditions there is a problem with 
your tach input.

Lost Sync Reason

A technical reason code for why the ECU lost synchronization with the tach input. Not particularly useful.

Mass Air Flow

The air-flow in g/sec calculated from the MAF sensor.

MAFload 

A calculated “load” value that works similarly to MAP in a speed-density system, (makes for better use of the 
lookup tables.)

MAPdot

The rate of change of MAP (the increase in MAP per second.)

MAP 

The measured MAP (on typical speed-density installs this should read close to 100kPa during key-on, engine-off
and between 30kPa and 60kPa at idle.)

MAT 

The measured intake manifold air temperature (MAT).

Nitrous Retard

The retardation to the timing due to the nitrous system.

O2

The voltage from oxygen sensor 1.

O2-2

The voltage from oxygen sensor 2.

On/Off outputs status bits 

A bitfield indicating the status of the programmable on/off outputs.

PORTs AM, PORTs BDE, PORT T 

Bitfields indicating the raw processor I/O – see Section .

portXX

These datalog fields record the raw status of the input/output pins on the microcontroller within the Megasquirt 
ECU. (Many of the inputs or outputs change too rapidly to be logged in a meaningful way.)
The layout in this manual is:
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