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Megasquirt-3 Setting Up

 3:Tuning the engine

An optional extra that can be very useful with the SD logging feature is a realtime clock. Without the realtime 
clock, the MS3 has no idea what time or date it is and all log files on the card are stored with a generic time-
stamp. 
There are presently two supported clock options. 
a. On the MS3X card there is space to install a clock module (coming soon) 
b. The JBperf IO-Extender has a realtime clock which is used via CAN. 
Configuration for both of these options is on the "CAN, VSS, gear, RTC" page.

For reference, the MS3-Pro has a clock built-in.

3.8.3 Button / Light

Within "always" mode you do not need the button. It is required for "button" mode to start and stop datalogs. 
The LED/light output is optional in either mode but can be helpful to more quickly diagnose any error 
conditions and confirm that logging is happening. It is recommended when using button mode. When using 
the MS3X spark outputs, it is likely convenient to set the "middle LED" as the LED output as no extra wiring 
is required.

See your Hardware guide for switch input and light output wiring.

3.8.4 Button Usage

When Megasquirt-3 powers up it will create an empty datalog file ready for logging. 
Press and hold the button for over half a second to start a log. 
A quick press of the button will end the log. 
When extracting the log files you may find a blank log file on the card after your real logs, this is normal. 

3.8.5 LED Flash Codes

Off - SD logging not active 
On (solid) - Ready but not logging 
Fast flashing - Initializing card 
Slow flashing - Logging 
Pause, sequence of flashes - error code

3.8.6 Log File Extraction

The log files on the card use a compact binary format. Before you can view these files it is necessary to 
convert them to the conventional log format using TunerStudio. 

There are two main methods to retrieve the logs from the SDcard

•

Remove the card from the MS3 and insert into your computer

When inserting the card into a Windows computer, cancel any dialogues that pop up or messages 
about camera files etc. 

Open TunerStudio and ensure your current Project and tune file are open. 
Go to DataLogging > Import/Conversion > Convert Binary Log 
Browse to find the file you want to import from the SD card, select it and then click ok. 
A progress window should pop up as the log file is converted. 
Repeat for all files needed. Multiple files can be selected.

•

Download the data directly over the USB/serial link.

Turn on Megasquirt, but do not start the engine.

Open TunerStudio and ensure your current Project and tune file are open. 
Go to DataLogging > Browse/Import SD card.

(c) 2014 James Murray

2015-02-02

Page 73/156



<<Previous page   ˆˆTop pageˆˆ    This page   Next page>>   Click here for all of the manuals
	
		[image: previous page]		

