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 6:Appendix A: Firmware upgrade notes

6: Appendix A: Firmware upgrade notes

This section of the manual covers any specific issues you may encounter upgrading to the current firmware 
version from older releases.

New users do not need to read this section.

Between each major firmware version there will likely be significant changes, some may require an element 
of re-tuning. Releases within each firmware version (e.g. 1.4.0, 1.4.1, 1.4.2) are released to resolve any 
issues that become known and should be useable without any settings changes or re-tuning.

6.1 Firmware versions

MS3 firmwares

Status

Comment

1.0.x

Obsolete

Old release code

1.1.x

Obsolete

Old release code

1.2.x

Obsolete

Old release code

1.3.x

Superceded

Old release code

1.4.x

Current

The current release code family

pre-1.5

Development

Development codes leading to 1.5.x

6.2 Alpha, beta, release code? What's the difference?

During code development there are a number of key phases as the firmware evolves. The naming is 
intended to identify which stage the firmware is at.

•

Release - the firmware is considered suitable for general release, features are complete and 
believed to work as described. New users should be using release code.

•

Beta - the firmware is considered suitable for moderate release, features have been completed, but 
extended testing is required to ensure everything works as described.

•

Alpha - anything goes. New features, incomplete code, test code. The latest features will be made 
available as an alpha release, but it is up to the tester to determine if it works correctly. New users 
are advised to avoid alpha releases.

6.3 Upgrading from 1.3.x

You can mostly load your 1.3.x tune into 1.4.x

Key changes and Gotchas - from 1.3.x

1. Baro

Previously the code used to divide by the barometer when calculating the fuel

pulsewidth. If using an old tune you need to enable the "old style" baro

calculation to enable the old behaviour.
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