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Megasquirt-3 Setting Up

 6:Appendix A: Firmware upgrade notes

6.6 Upgrading from MS2/Extra 3.0.x or 3.1.x

Largely the same as for 2.1.0 code. 
BUT - if you are using 4 injector outputs with a modified MS2 card you will need to re-wire to use the new 
dedicated MS3 output pins. 

6.7 Upgrading from MS2/Extra 2.1.0

You can mostly load your MS2/Extra 2.1.0 tune into MS3 1.3.x 

Key differences

Sequential fuel supported. Accel enrichment TPSdot values 10x larger. 

Be sure to alter these values in the Acceleration Wizard. Open up the values table for the TPS based AE 
curve and multiply all values in the rate% column by 10. Find TPSdot threshold and multiply that by 10. 

These are the default settings: 

 

The PW adder values will need to be tuned to suit your injector size and engine behaviour. 

See also the notes in section A.3

6.8 Upgrading from MS2/BG

Do not try to load your old MS2/BG (V2.890 etc.) settings. 

If your fuel and spark table are well tuned, then retain them. Otherwise start from scratch as if a new user. 

Follow the steps in A.7 to export and import your tables. 

Key differences

Ignition mode selection is direct, chose your tach input source.

Check your spark output! JS10 is standard on MS2/BG, this will be different on MS3.

The regular wheel decoder requires a single "Tooth #1 angle" instead of skip teeth etc. It automatically 
calculates the triggers itself and enables the required number of spark outputs depending on how many 
cylinders you have and your selection of single coil, wasted spark, coil-on-plug or dual-dizzy.

(c) 2014-6 James Murray
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