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Megasquirt-3: TunerStudio MS Lite Reference Guide

Calibration

The calibration depends on the thermocouple amplifier in use. Consult the documentation that came with it.

A common calibration is 0V = 32°F/0°C, 5V= 2282°F/1500°C

Temp at 0V

The temperature indicated by a 0V input.

Temp at 5V

The temperature indicated by a 5V input.

15.3.2 Data Capture

Here you specify the local or remote analogue channels that the EGT inputs are connected to. For remote CAN 
inputs, see the CAN section for configuration.

15.3.3 Actions

These settings allow you to specify action if EGT gets too high.

EGT Actions

Enables the EGT warning and shutdown settings.

Warn temperature

Above this temperature the warning output selected on the AFR Safety system (section 9.12) is turned on.

Add fuel

Specifies a raw pulsewidth in milliseconds of additional fuel. This could be used to help protect the engine if 
EGT is too high.

Add to

Normally this is set to "Both". When using staged fuel outputs or dual table you may want to specify a particular 
channel.

Per Cylinder

For sequential fuel ONLY, allows fuel to be added per cylinder. Requires that EGT1 = Cyl#1, EGT2 = Cyl#2 etc.

Shutdown engine

Enables the engine shutdown feature.

Time > warn temp

 If any of the EGT stays above the warn temperature for more that this time the engine is shutdown.

Max temperature

If any of the EGTs exceeds this temperature then the engine is shutdown immediately. 

15.4 Generic Sensor Inputs

The Generic Sensors allows optional analogue inputs to be connected and easily recorded in datalogs or used 
as parameters in other features.
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