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Megasquirt-3: TunerStudio MS Lite Reference Guide

8.22 Gauge and Settings Limits

Clicking Basic/Load Settings > Gauge and Settings Limits displays the following screen:

  

Changing these settings does not alter the behavior of your engine in any way, they ONLY change the 
limits which can be displayed on the screen and set the threshold limits for your tune.

 

This screen allows you to set the limits on the gauges within the main gauge cluster. The default settings are for 
cars, bike users will certainly need to change the limits available.

The options for these settings are outlined below:

RPM – Max (rpm)

The maximum for RPM on gauges, tables, curves and entry boxes. Adjust to suit your engine.

RPM – Warn Level (rpm)

The RPM 'warning' on gauges – displayed in yellow on the gauge.

RPM – Danger Level(rpm)

The RPM 'danger' on gauges – displayed in red on the gauge.

Load/kPa – Max

The maximum 'load' value, e.g., kPa on gauges, tables, curves and entry boxes.

VE Value max

The maximum for VE values.

Allow WUE Below 100% (only for LPG)

For most installs, setting warmup enrichment (WUE) to below 100% indicates a serious tuning mistake and the 
code will flag up a 'Configuration Error' to alert the user. In rare conditions such as using LPG (propane) for fuel,
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