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Enable test mode

Enables or disables the test mode. When in test mode the dome target calculations are overridden and the 
target from the next box is used.

Dome target pressure

Sets the target dome pressure when in test mode. Use this to confirm operation using compressed air before 
attempting to run dome control on the engine.

Dome fill output

Output for solenoid that controls filling of wastegate dome with air.

Dome fill output min duty

Channel 1 dome pressure control output minimum duty. Set to just below the lowest duty that affects actual 
dome pressure. [Not used in simple mode.]

Dome fill output max duty

Channel 1 dome pressure control output maximum duty. Set to just above the highest duty that affects actual 
dome pressure. [Not used in simple mode.]

Dome empty output

Output for solenoid that controls emptying of wastegate dome pressure.

Dome empty output min duty

Channel 1 dome pressure control output minimum duty. Set to just below the lowest duty that affects actual 
dome pressure. [Not used in simple mode.]

Dome empty output max duty

Channel 1 dome pressure control output maximum duty. Set to just above the highest duty that affects actual 
dome pressure. [Not used in simple mode.]

Dome fill and empty output frequency

Solenoid output frequency.

Dome MAP sensor input

Channel 1 MAP sensor input. Uses generic sensors feature. This must be calibrated to give absolute kPa i.e. 
around 100kPa for no line pressure.

Dome pressure dead zone

Pressure dead-band between fill and empty in simple (non-PID) mode. If you experience overshoot during fill, 
try increasing the deadband. [Not used in PID mode.]

PID Settings Sensitivity

Dome pressure control's channel 1 PID sensitivity. Adjust to the right to make PID loop more sensitive.

Basic or advanced mode

This settings controls whether the PID routine is tuned with just the slider or with the slider for sensitivity and the
individual PID gains for fine-tuning.
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