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Microsquirt Hardware Guide

6.9.16 Mitsubishi CAS with aftermarket disc - coil-on-plug

With the same replacement as shown in 6.9.10, both sensor outputs can be wired to allow coil-on-plug.

 

 

Typical settings:

Spark mode = Toothed Wheel

Trigger Angle/Offset = 0 (not used)

Ignition input capture = ????

Spark Output = Depends on coils / ignitors

Number of coils = Coil on plug

Trigger wheel arrangement = Dual wheel with missing tooth

Trigger wheel teeth = 12

Missing teeth = 1

Tooth #1 angle = 345 (confirm with strobe)

Wheel speed = Crank wheel

Second trigger active on = poll level

Level for phase 1 = ???

6.9.17 Other wheel arrangements

The examples shown here are not an exhaustive list of all the combinations that are possible, for other 
arrangements of crank and cam wheels you will need to apply the general principles to your install.

6.9.18 Example: Ford Zetec

The Ford Zetec is a popular four-cylinder four-stroke used on many Ford from the mid nineties onwards. As 
standard these engines use a 36-1 crank wheel and a VR sensor. A high-current coilpack is used and requires 
an ignitor.

Megasquirt-2 only needs the crank signal to run wasted-spark and batch fire fuel, this is the recommended 
configuration.

(Connecting and configuring the cam signal would allow coil-on-plug ignition with suitable coils.)

The following diagram shows the recommended wiring using a 2 channel ignition module to drive the standard 
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