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Ford coilpack.

Alternative #1: substitute a 2 channel ignitor of your choice.

Alternative #2: use a logic wasted spark coil pack such as the VW item (032 905 106B) shown in section: 5.3.1 
instead of the ignitor and stock coilpack.

Typical settings:

Spark mode = Toothed Wheel

Trigger Angle/Offset = 0 (not used)

Ignition input capture = Rising (confirm with tooth logger)

Spark Output = Going High

Number of coils = Wasted Spark

Trigger wheel arrangement = Single wheel with missing tooth

Trigger wheel teeth = 36

Missing teeth = 1

Tooth #1 angle = 90 (tweak with strobe)

Wheel speed = Crank wheel

6.10 Neon/420A

The "Neon/420A" mode supports the following vehicles when equipped with a 2.0 or 2.4 4-cylinder Chrysler 
engine. Also known as "1st gen Neon".

"NS" body models: 

1996-2000 Chrysler Town and Country 

1996-2000 Dodge Caravan/Grand Caravan 

1996-2000 Plymouth Voyager/Grand Voyager 

"JA" body models: 

1995-02 Chrysler Cirrus 

1995-02 Dodge Stratus 

1996-2000 Plymouth Breeze 

"JX" body models: 

1996-02 Chrysler Sebring Convertible 

"PL" body models: 

1995-02 Dodge Neon 

1995-2001 Plymouth Neon 

"PT" body models: 

01-02 Chrysler PT Cruiser 

"FJ" body models: 

1995-02 Chrysler Sebring Coupe 

1995-2000 Dodge Avenger 
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