
				
		<<Previous page   ˆˆTop pageˆˆ    This page   Next page>>   Click here for all of the manuals


Microsquirt Hardware Guide

Improved timing accuracy can be obtained by upgrading to a regular toothed wheel on the crank shaft, such as 
the Flyin-Miata 36-2 wheel. (See also section 6.37)

Typical settings:

Spark mode = Miata 99-00

Trigger angle/offset = 0 (adjust with strobe)

Ignition input capture = Rising Edge (Set according to whichever edge gives the most stable signal. If timing 
advances with RPM, try flipping it.)

Spark output = Going High

Number of coils = Wasted Spark

6.14 Subaru 6/7

This mode is designed for the EJ series engines with the unique "6/7" trigger - there are six unevenly spaced 
teeth on the crank wheel and seven teeth in total on the cam sprocket for cylinder identification. Both crank and 
cam inputs need to be connected..

VR sensors are used which can be directly connected, although some experimentation may be required with 
resistor "shunts" as the signals have been troublesome for some.

See the generic instructions in section 5.2 and 5.2.2

Some/most engines use a wasted spark coil pack. These are believed to be high current and will require an 
ignitor.

Typical settings:

Spark mode = Subaru 6/7

Trigger angle/offset = 0 (adjust with strobe)

Ignition input capture = Set according to whichever edge gives the most stable signal. (If timing advances with 
RPM, try flipping it.)

Spark output = Going High

Number of coils = Wasted Spark

6.15 6G72

Known applications include: 

•

Mitsubishi 3000GT 

•

Mitsubishi Galant V6 

•

Some other Mitsubishi and Chrysler V6 models

 

 1991-1992 6G72 use an optical CAS.

Electrically, the two signals on these CAS are connected the same as a hall sensor and require a pair of pull-up 
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