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signal pattern to the ECU is the same. 1k resistors to TPSVREF are required.

Connect crank sensor to VR1-

Connect cam sensor to VR2-

Typical settings:

Spark mode = 4G63

Trigger angle/offset = 0 (adjust with strobe)

Ignition input capture = Rising edge

Spark output = Going High

Number of coils = Wasted Spark

Most Miata/MX5 of this era use a logic wasted spark coilpack which can be directly connected to the 
Microsquirt.

6.19 Twin trigger

 

 

The twin-trigger mode is designed primarily for 4-cylinder bike engines using a pickup similar to the photo. There
is a single tooth and two pickup coils. This allows for wasted-spark ignition.

Supported combinations include: 

•

Crank wheel. 4 cylinder, 4 stroke engines with wasted spark ignition, non sequential fuel. 

•

Crank wheel. 2 cylinder, 4 stroke engines with in wasted spark ignition, non sequential fuel. 

•

Cam wheel. 2 cylinder, 4 stroke engines with in coil-on-plug ignition, non sequential fuel. 

This mode can be used on both even fire and odd fire engines.

If possible this setup should be replaced with a regular toothed wheel (e.g. 12-1) for more accurate timing 
control.

Typical settings:

Spark mode = Twin trigger

Trigger angle/offset = typically around 10deg (adjust with strobe)

Ignition input capture = Set according to whichever edge gives the most stable signal. (If timing advances with 
RPM, try flipping it.)

Spark output = Going high

Number of coils = Wasted Spark or Coil-on-plug

(c) 2014-5 James Murray
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