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The VR cam input is unlikely to need a shunt as the camshaft rotates at half speed. However, if it is found 
necessary, apply an additional shunt resistor in the wiring harness berween VR2+ and VR2-.

Alternatively, inside the case there are "solder-bridge" pads.

To apply a shunt to the VR1 input,

bridge SB2 with solder.

To apply a shunt to the VR2 input,

bridge SB3 with solder.

5.2.3 Hall sensor input

The Hall sensor is another commonly used category of sensor. These are almost exclusively a three wire 
sensor. In CAS (crank angle sensor) units a multi-plug may be used to combine multiple sensors. The sensor 
itself acts like a switch to ground in the presence of a magnetic field. Hall sensors are commonly seen in 
distributors where vanes or shutters mask off the magnetic field causing the sensor to rapidly switch on or off at 
the edge of the vane. Another way that a hall sensor can be used is with a "flying magnet" installed on a rotating
part of the engine (crank, cam sprocket etc.). As the magnet passes the hall sensor, the output switches to 
ground.

The most common OEM arrangement for a hall sensor is within a distributor. The vanes in the distributor rotate 
and block or unblock a magnet. 

With no vane between the magnet and sensor - the output is grounded.

With a vane between the magnet and sensor - the output is inactive.
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