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Microsquirt Hardware Guide

6.2.5 Distributor with crank trigger wheel

This is the preferred method to use with a distributor.

Using a trigger wheel (e.g. 36-1) on the crank is the most best way to obtain accurate ignition control. The ECU 
uses every tooth on the wheel to determine engine position. It eliminates timing chain and cam-gear slop. It also
eliminates the hassle of re-phasing the distributor.

The distributor and single coil can be retained, but you have the option of a future upgrade path to wasted-spark
or perhaps coil-on-plug ignition.

The setup and configuration of the crank trigger wheel is covered in the Toothed wheel section 6.9.

6.3 Ford TFI

Ford's TFI module was used throughout the 1980s and into the 1990s on many millions of vehicles in two main 
mounting positions - 'distributor mount' and 'remote mount'. There are also two electrical versions: "Push Start" 
and "Computer Controlled Dwell". Checking the wiring on pin4 is likely best. The wiring of the modules is largely 
the same, just the distributor mount connects directly to a 3 wire hall sensor in the distributor. In most 
installations you do not need to concern yourself with that as only the 'PIP' and 'SPOUT' connections are of 
interest. The other connections should be left stock.

Push-Start (PS) vs. Computer Controlled Dwell (CCD)
The module described mainly here is the 'PS' type that uses a 12V start signal, it is claimed to be grey in colour. 
50% dwell duty should be used.
The 'CCD' type is claimed to be black in colour and pin 4 runs as a diagnostic signal to the original ECU. These 
modules need standard dwell control e.g. 3ms instead of a fixed duty. Other wiring should be the same.

Base Timing and phasing
"Base Timing" on the distributor (with computer control 'SPOUT' disconnected) is around 10BTDC. This is the 
number you should use as your initial Trigger Offset. As these distributors were designed for ECU control, the 
rotor arm phasing should already be correct.

Signature PIP
Note that there is a TFI variant with "Signature PIP" that in the original install allows for cylinder identification 
and sequential fuel. This signature is not used in Megasquirt-2.

These distributors should be configured as "Basic Trigger".

(c) 2014-5 James Murray
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