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Trans control setting up and hardware

5.8.2 Solenoid outputs

Gear range

1-2

2-3

Coast

clutch

P

On

Off

Off

R

On

Off

Off

N

On

Off

Off

4

Off

Off

Off

3

Off

On

*

2

On

On

*

1

On

Off

*

Off = open circuit from TCU, On = ground output from TCU. Low-side output.

* in manual ranges 1,2,3 this solenoid is engaged to enable engine-braking.

5.9 Subaru W4A33

In use by a small number of customers.

From the factory this uses multiple switches to determine level position. A resistor network is required to 
generate a 0-5V analog signal to the TCU. 'Drive'  should be defined as gear 3.

The OD cancel switch connects to input 'Selector D'  This will allow the shift into 4th gear.

The solenoids are designed to be fed 12V. Either these need re-wiring to be ground switched or PNP drivers 
(e.g. TIP125) used to power them.

Built-in gear ratios: 2.55,1.49,1.00,0.69

5.9.1 Selector inputs

As above, an analogue input is expected.

5.9.2 Solenoid outputs

Gear range

A

B

P

On

Off

R

On

Off

N

On

Off

4

On

Off

3

Off

Off

2

Off

On

1

On

On

Off = open circuit from TCU, On = ground output from TCU. Low-side output.

The trans expects a high-side drive to the solenoids, so either the trans must be re-wired internally to low-side or
a high-side driver circuit installed.

5.9.3 Other applications

To follow. Please engage with the developers on the 

www.msextra.com

 forum or through your supplier.

(c) 2014-15 James Murray

2016-01-26
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